
Plug-in current tranformer with screwless connection
technology „Cage Clamp® “, UL certificated
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 CTB 31.35 
 Plug-in current transformer 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

Bus bar 1: 30 x 10 mm 

Bus bar 2: 25 x 12 mm 

Bus bar: 3: 20 x 20 mm 

Round conductor: 25.7 mm 

Transformer width: 60 mm 

Transformer height: 80.9 mm 

Total depth: 52 mm 

 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 / 60 Hz 

Isolation class: E 

Applicable technical standards: DIN EN 61869, part 1 + 2 

                                                    

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted either 
on the top or bottom or in the center without ferrules. 

 Vibration and shock resistant  

 Maintenance free gas-tight connection  

 High current carrying capacity 

 High mechanical enclosure strength  

 Low voltage CT for maximum operating voltage to 1.2 kV. Use in 690 V networks possible  

 Primary nominal current ranges from 50 A up to 750 A 

 Accuracy classes 3, 1 and 0.5 

 Overload operation limit up to 120 % of the primary rated current 

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate, self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 31.35 
Plug-in current transformer 
 

 

 

 

 

 

 

 

 

 

 
  

Order list  
   

 

Secondary current 5A 1A 

Primary 
current  

[ A ] 

Burden  
[ VA ] 

Accuracy class Accuracy class 

3 1 0.5 3 1 0.5 

    Art.-no. Art.-no. Art.-no. Art.-no. Art.-no. Art.-no. 

50 1.25 50-0001     50-0021     

60 1.25   50-0017    50-0037  

75 2.5   50-0018    50-0038  

80 2.5   50-0019    50-0039  

100 2.5   50-0002    50-0022  

125 
1.5   50-2001   50-2021 

2.5   50-0003    50-0023  

150 
2.5   50-2002   50-2022 

5   50-0004    50-0024  

200 
2.5   50-2003   50-2023 

5   50-0005    50-0025  

250 5   50-0006 50-2004   50-0026 50-2024 

300 
5  50-0007 50-2005  50-0027 50-2025 

10  50-0008   50-0028  

400 
5  50-0009 50-2006  50-0029 50-2026 

10  50-0010 50-2007  50-0030 50-2027 

500 
5  50-0011 50-2008  50-0031 50-2028 

10  50-0012 50-2009  50-0032 50-2029 

600 
5  50-0013 50-2010  50-0033 50-2030 

10  50-0014 50-2011  50-0034 50-2031 

750 
5  50-0015 50-2012  50-0035 50-2032 

10  50-0016 50-2013  50-0036 50-2033 

 

 Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59057) 

Snap-on mounting to clip the current transformer 
onto 35 mm DIN rail (Art.-no. 55015) 
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CTB 41.35 
Plug-in current transformer 
 
 
 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

Primary conductor 1: 40 x 10 mm 

Primary conductor 2: 30 x 15 mm 

Round conductor: 31.8 mm 

Transformer width: 70 mm 

Transformer height: 91.15 mm 

Total depth: 52 mm 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 / 60 Hz 

Isolation class: E 

Applicable technical standards:  DIN EN 61869, part 1 + 2 

                                                    

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted either 
the top or bottom or in the center without ferrules 

 Vibration and shock resistant  

 Maintenance free gas-tight connection 

 High current carrying capacity 

 High mechanical enclosure strength  

 Low voltage CT for maximum operating voltage up to 1.2 kV. Application up to 690 V possible  

 Primary nominal current ranges from 75 A up to 1000 A 

 Accuracy classes 3, 1 and 0.5 

 Capable of being constantly overloaded to 120 % of the primary rated current 

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate, self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 41.35 
Plug-in current transformer 
 

 

 

 

 

 

 

 

 

Order list 
    

 

Secondary current 5A 1A 

Primary 
current 

[ A ] 

Burden  
[ VA ] 

Accuracy class Accuracy class 

3 1 0,5 3 1 0,5 

    Art.-no. Art.-no. Art.-no. Art.-no. Art.-no. Art.-no. 

75 1,25 50-0050     50-0070    

80 1,25  50-0051    50-0071   

100 2,5  50-0052    50-0072   

125 2,5   50-0053    50-0073  

150 2,5   50-0054    50-0074  

200 
1,5   50-2050   50-2070 

5   50-0055    50-0075  

250 
2,5   50-2051   50-2071 

5   50-0056    50-0076  

300 
2,5   50-2052   50-2072 

5   50-0057    50-0077  

400 5   50-0058 50-2053   50-0078 50-2073 

500 
5  50-0059 50-2054  50-0079 50-2074 

10  50-0060   50-0080 50-2075 

600 
5  50-0061 50-2055  50-0081 50-2076 

10  50-0062 50-2056  50-0082 50-2077 

750 
5  50-0063 50-2057  50-0083 50-2078 

10  50-0064 50-2058  50-0084  

800 
5  50-0065 50-2059  50-0085 50-2079 

10  50-0066 50-2060  50-0086 50-2080 

1000 
5  50-0067 50-2061  50-0087 50-2081 

10  50-0068 50-2062  50-0088 50-2082 

 

 Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59057) 

Snap-on mounting to clip the current transformer 
onto 35 mm DIN rail (Art.-no. 55015) 
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CTB 51.35 
Plug-in current transformer 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

Primary conductor 1: 50 x 12 mm 

Primary conductor 2: 40 x 30 mm 

Round conductor: 43.7 mm 

Transformer width: 85 mm 

Transformer height: 105.25 mm 

Total depth: 52 mm 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 / 60 Hz 

Isolation class: E 

Applicable technical standards:  DIN EN 61869, part 1 + 2 

  

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted 
either the top or bottom or in the center without ferrules. 

 Vibration and shock resistant  

 Maintenance free gas-tight connection  

 High current carrying capacity 

 High mechanical enclosure strength  

 Low voltage CT for maximum operating voltage to 1.2 kV. Use in 690 V networks possible  

 Primary nominal current ranges from 100 A up to 1250 A 

 Accuracy class 1 and 0.5 

 Overload operation limit up to 120 % of the primary rated current 

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate, self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 51.35 
Plug-in current transformer 
 
 
 
 
 
 
 
 
 

Order list 
 

 
 

 

Secondary current 5A 1A 

Primary 
current  

[ A ] 

Burden   
[ VA ] 

Accuracy class Accuracy class 

1 0,5 1 0,5 

    Art.-no. Art.-no. Art.-no. Art.-no. 

100 1,25 50-0100   50-0120  

125 2,5 50-0101  50-0121  

150 2,5 50-0102  50-0122  

200 
1,5  50-2100  50-2120 

5 50-0103  50-0123  

250 
2,5  50-2101  50-2121 

5 50-0104  50-0124  

300 
2,5  50-2102  50-2122 

5 50-0105  50-0125  

400 
5 50-0106 50-2103 50-0126 50-2123 

10 50-0107  50-0127  

500 
5 50-0108 50-2104 50-0128 50-2124 

10 50-0109 50-2105 50-0129 50-2125 

600 
5 50-0110 50-2106 50-0130 50-2126 

10 50-0111 50-2107 50-0131 50-2127 

750 
5 50-0112 50-2108 50-0132 50-2128 

10 50-0113 50-2109 50-0133 50-2129 

800 
5 50-0114 50-2110 50-0134 50-2130 

10 50-0115 50-2111 50-0135 50-2131 

1000 
 

5 50-0116 50-2112 50-0136 50-2132 

10 50-0117 50-2113 50-0137 50-2133 

1200 
5 50-0291 50-2114 50-0293 50-2134 

10 50-0292 50-2115 50-0294 50-2135 

1250 
 

5 50-0118 50-2116 50-0138 50-2136 

10 50-0119 50-2117 50-0139 50-2137 
 

 

  Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59058) 
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CTB 61.35 
Plug-in current transformer 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

Primary conductor 1: 63 x 10 mm 

Primary conductor 2: 50 x 30 mm 

Round conductor: 43.7 mm 

Transformer width: 95 mm 

Transformer height: 114.86 mm 

Total depth: 52 mm 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 Hz 

Isolation class: E 

Applicable technical standards: DIN EN 61869, part 1 + 2 

  

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted     
either on the top or bottom or in the center without ferrules. 

 Vibration and shock resistant  

 Maintenance free gas-tight connection  

 High current carrying capacity 

 High mechanical enclosure strength  

 Low voltage CT for maximum operating voltage to 1.2 kV. Use in 690 V networks possible  

 Primary nominal current ranges from 200 A up to 1600 A 

 Accuracy class 1 and 0.5 

 Overload operation limit up to 120 % of the primary rated current 

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate. Self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 61.35 
Plug-in current transformer 
 

 

 

 

Order list 
 

 
 

 

Secondary current 5A 1A 

Primary 
current  

[ A ] 
Burden   
[ VA ] 

Accuracy class Accuracy class 

1 0,5 1 0,5 

  Art.-no. Art.-no. Art.-no. Art.-no. 

200 2,5 50-0150 50-2150 50-0170 50-2170 

250 
2,5  50-2151  50-2171 

5 50-0151  50-0171  

300 5 50-0152 50-2152 50-0172 50-2172 

400 5 50-0153 50-2153 50-0173 50-2173 

500 5 50-0154 50-2154 50-0174 50-2174 

600 5 50-0155 50-2155 50-0175 50-2175 

750 
5 50-0156 50-2156 50-0176 50-2176 

10 50-0157 50-2157 50-0177 50-2177 

800 
5 50-0158 50-2158 50-0178 50-2178 

10 50-0159 50-2159 50-0179 50-2179 

1000 
5 50-0160 50-2160 50-0180 50-2180 

10 50-0161 50-2161 50-0181 50-2181 

1200 
5 50-0287 50-2162 50-0289 50-2182 

10 50-0288 50-2163 50-0290 50-2183 

1250 
5 50-0162 50-2164 50-0182 50-2184 

10 50-0163 50-2165 50-0183 50-2185 

1500 
5 50-0164 50-2166 50-0184 50-2186 

10 50-0165 50-2167 50-0185 50-2187 

1600 
5 50-0166 50-2168 50-0186 50-2188 

10 50-0167 50-2169 50-0187 50-2189 

 

  Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59059) 

 

 

 



MBS AG
 

 MBS AG 

 Eisbachstraße 51 ∙ 74429 Sulzbach-Laufen 
 Germany 

 Telefon: +49 7976 9851-0 ∙ Telefax: +49 7976 9851-90 
Page 12 E-Mail: info@mbs-ag.com ∙ Web: www.mbs-ag.com 
 

CTB 81.35 
Plug-in current transformer 

 
 

Dimensions: 

Primary conductor 1: 80 x 10 mm 

Primary conductor 2: 60 x 30 mm 

Round conductor: 54.7 mm 

Transformer width: 120 mm 

Transformer height: 134.66 mm 

Total depth: 52 mm 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 Hz 

Isolation class: E 

Applicable technical standards:  DIN EN 61869, part 1 + 2 

  

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted     
either on the top or bottom or in the center without ferrules. 

 Vibration and shock resistant  

 Maintenance free gas-tight connection  

 High current carrying capacity 

 High mechanical enclosure strength  

 Low voltage CT for maximum operating voltage to 1.2 kV. Use in 690 V networks possible  

 Primary nominal current ranges from 400 A up to 2000 A 

 Accuracy class 1 and 0.5 

 Overload operation limit up to 120 % of the primary rated current  

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate. Self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 81.35 
Plug-in current transformer 
 

 

 

Order list 
 

 
 

 

Secondary current 5A 1A 

Primary 
current 
 [ A ] 

Burden   
[ VA ] 

Accuracy class Accuracy class 

1 0,5 1 0,5 

    Art.-no. Art.-no. Art.-no. Art.-no. 

400 
2,5  50-2190  50-2210 

5 50-0190  50-0210  

500 
2,5  50-2191   

5 50-0191  50-0211 50-2211 

600 5 50-0192 50-2192 50-0212 50-2212 

750 
5 50-0193 50-2193 50-0213 50-2213 

10 50-0194 50-2194 50-0214 50-2214 

800 
5 50-0195 50-2195 50-0215 50-2215 

10 50-0196 50-2196 50-0216 50-2216 

1000 
5 50-0197 50-2197 50-0217 50-2217 

10 50-0198 50-2198 50-0218 50-2218 

1200 
5 50-0283 50-2199 50-0285 50-2219 

10 50-0284 50-2200 50-0286 50-2220 

1250 
5 50-0199 50-2201 50-0219 50-2221 

10 50-0200 50-2202 50-0220 50-2222 

1500 
5 50-0201 50-2203 50-0221 50-2223 

10 50-0202 50-2204 50-0222 50-2224 

1600 
5 50-0203 50-2205 50-0223 50-2225 

10 50-0204 50-2206 50-0224 50-2226 

2000 
10 50-0205 50-2207 50-0225 50-2227 

15 50-0206 50-2208 50-0226 50-2228 
 

 
  Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59059) 
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CTB 101.35 
Plug-in current transformer 

 
 
 
 
 
 
 
 
 
 
 

 
 

 

Dimensions: 

Primary conductor 1: 100 x 10 mm 

Primary conductor 2: 80 x 30 mm 

Round conductor: 70 mm 

Transformer width: 130 mm 

Transformer height: 147.49 mm 

Total depth: 52 mm 

General technical specifications: 

Thermal nominal continuous rated current Icth: 1.2 x IN 

Thermal nominal short-time current Ith: 60 x IN, 1 sec. 

Maximum operating voltage Um: 1.2 kV, Ueff 

Isolation test voltage: 6 kV, Ueff, 50 Hz, 1 Min. 

Rated frequency: 50 Hz 

Isolation class: E 

Applicable technical standards: DIN EN 61869, part 1 + 2 

 

Further information: 

 

 World's first CT with screwless connection technology for the secondary caps – „Cage Clamp®“ 

 UL certification. Certificate no.: 20100426-E336996  

 Innovative time-saving connection of either solid or flexible terminals not exceeding 4 mm² to be fitted 
either on the top or bottom or in the center without ferrules. 

 Vibration and shock resistant  

 Maintenance free gas-tight connection  

 High current carrying capacity 

 High mechanical holding forces  

 Low voltage CT for maximum operating voltage to 1.2 kV. Use in 690 V networks possible  

 Primary nominal current ranges from 400 A to 2500 A 

 Accuracy class 1 and 0.5 

 Overload operation limit up to 120 % of the primary rated current 

 Over-current limiting factor: See rating plate 

 Operating temperature in the range -5°C to 50°C 

 Storage temperature in the range -25°C to 70°C 

 Unbreakable plastic housing of grey polycarbonate. Self-extinguishing, UL94-V0 and flame resistant 

 Packaging unit: 1 pc. 

 Customs tariff number: 85043129 
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CTB 101.35 
Plug-in current transformer 
 

 

 

       
 
 
 
 
 
 
 

 Order list 
 

Secondary current 5A 1A 

Primary 
current 
 [ A ] 

Burden    
[ VA ] 

Accuracy class Accuracy class 

1 0,5 1 0,5 

    Art.-no. Art.-no. Art.-no. Art.-no. 

400 
2,5  50-2230  50-2260 

5 50-0230  50-0260  

500 5 50-0231 50-2231 50-0261 50-2261 

600 
5  50-2232  50-2262 

10 50-0232  50-0262  

750 
5 50-0233 50-2233 50-0263 50-2263 

10 50-0234 50-2234 50-0264 50-2264 

800 
5 50-0235 50-2235 50-0265 50-2265 

10 50-0236 50-2236 50-0266 50-2266 

1000 
5 50-0237 50-2237 50-0267 50-2267 

10 50-0238 50-2238 50-0268 50-2268 

1200 
5 50-0279 50-2239 50-0281 50-2269 

10 50-0280 50-2240 50-0282 50-2270 

1250 
5 50-0239 50-2241 50-0269 50-2271 

10 50-0240 50-2242 50-0270 50-2272 

1500 
10 50-0241 50-2243 50-0271 50-2273 

15 50-0242 50-2244 50-0272 50-2274 

1600 
10 50-0243 50-2245 50-0273 50-2275 

15 50-0244 50-2246 50-0274 50-2276 

2000 
10 50-0245 50-2247 50-0275 50-2277 

15 50-0246 50-2248 50-0276 50-2278 

2500 
10 50-0247 50-2249 50-0277 50-2279 

15 50-0248 50-2250 50-0278 50-2280 

 

  Accessories 
 

Quick-Fix (Art.-no.: 55021) 
Sealed shutter 
(Art.-no.: 59059) 
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 Current transformers for industry

 Current transformers for tariff

 Accessories for current transformers

 Medium-voltage CTs

 Bus bar insulators / -supports

 Shunts

 Voltage transformers 

 All current sensors

 Measuring transducers

 Energy meters with or without

          MID approval

 Accessories for energy meters

 Panel board heaters, filter fans, roof

          fans and control units 
www.mbs-ag.com
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